Table 5.9 Refinery Capacity and Utilization, 1949-2001

Operable Refineries

Gross Input to

Capacity 2 Distillation Units 3 Utilization 4
Year Number 1 (million barrels per day) (million barrels per day) (percent)
1949 336 6.23 5.56 89.2
1950 320 6.22 5.98 92.5
1951 325 6.70 6.76 97.5
1952 327 7.16 6.93 93.8
1953 315 7.62 7.26 93.1
1954 308 7.98 7.27 88.8
1955 296 8.39 7.82 92.2
1956 317 8.58 8.25 93.5
1957 317 9.07 8.22 89.2
1958 315 9.36 8.02 83.9
1959 313 9.76 8.36 85.2
1960 309 9.84 8.44 85.1
1961 309 10.00 8.57 85.7
1962 309 10.01 8.83 88.2
1963 304 10.01 9.14 90.0
1964 298 10.31 9.28 89.6
1965 293 10.42 9.56 91.8
1966 280 10.39 9.99 94.9
1967 276 10.66 10.39 94.4
1968 282 11.35 10.89 94.5
1969 279 11.70 11.25 94.8
1970 276 12.02 11.52 92.6
1971 272 12.86 11.88 90.9
1972 274 13.29 12.43 92.3
1973 268 13.64 13.15 93.9
1974 273 14.36 12.69 86.6
1975 279 14.96 12.90 85.5
1976 276 15.24 13.88 87.8
1977 282 16.40 14.98 89.6
1978 296 17.05 15.07 87.4
1979 308 17.44 14.96 84.4
1980 319 17.99 13.80 75.4
1981 324 18.62 12.75 68.6
1982 301 17.89 12.17 69.9
1983 258 16.86 11.95 71.7
1984 247 16.14 12.22 76.2
1985 223 15.66 12.17 77.6
1986 216 15.46 12.83 82.9
1987 219 15.57 13.00 83.1
1988 213 15.92 13.45 84.7
1989 204 15.65 13.55 86.6
1990 205 15.57 13.61 87.1
1991 202 15.68 13.51 86.0
1992 199 15.70 13.60 87.9
1993 187 15.12 13.85 91.5
1994 179 15.03 14.03 92.6
1995 175 15.43 14.12 92.0
1996 170 15.33 14.34 94.1
1997 164 15.45 14.84 95.2
1998 163 15.71 15.11 95.6
1999 159 16.26 15.08 92.6
2000 158 16.51 R15.30 92.6
2001P 155 16.60 15.37 92.3

1 Prior to 1956, the number of refineries included only those in operation on January 1. For 1957
forward, the number of refineries has included all operable refineries on January 1. See Glossary.

2 Capacity in million barrels per calendar day on January 1.

3 See Note 4 at end of section.

4 For 1949-1980, utilization is derived by dividing gross input to distillation units by one-half of the
current year January 1 capacity and the following year January 1 capacity. Percentages were derived from
unrounded numbers. For 1981 forward, utilization is derived by averaging reported monthly utilization.

R=Revised. P=Preliminary.

Web Page: http://www.eia.doe.gov/oil_gas/petroleum/info_glance/petroleum.html.

Sources: Operable Refineries: ¢ 1949-1961—Bureau of Mines Information Circular, "Petroleum
Refineries, Including Cracking Plants in the United States." ¢ 1962-1977—Bureau of Mines, Mineral

Industry Surveys, Petroleum Refineries, Annual, annual reports. <« 1978-1981—Energy Information
Administration (EIA), Energy Data Reports, Petroleum Refineries in the United States. * 1982-2000—EIA,
Petroleum Supply Annual, annual reports. ¢« 2001—EIA, Petroleum Supply Monthly (January 2001). Gross
Input to Distillation Units: ¢ 1949-1966—Bureau of Mines, Minerals Yearbook, "Natural Gas Liquids"
and "Crude Petroleum and Petroleum Products" chapters. ¢ 1967-1977—Bureau of Mines, Mineral
Industry Surveys, Petroleum Refineries, Annual, annual reports. « 1978-1980—EIA, Energy Data Reports,
Petroleum Refineries in the United States and U.S. Territories. ¢ 1981-2000—EIA, Petroleum Supply
Annual, annual reports. e« 2001—EIA, Petroleum Supply Monthly (January-December 2001 issues).
Utilization: « 1949-1980—Calculated. « 1981-2000—EIA, Petroleum Supply Annual, annual reports.
* 2001—EIA, Calculated.
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